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�司 簡介

LOCOSYS 大�科技是���先的�星�������軟硬體���，專注������星��

（GNSS/RTK）、����、嵌入式��、工業/車載、��電子等�域，提供���、���性的解決��。

大�科技�源���知名的資�產業研�技��構，二十年來持��化軟硬體技����整合�力，憑��大

的研��力，成為國際知名晶片�的α�合格����供��。目前，我們在���有20��代理�，��在地

化服務，為�戶提供�整的產品�列�技�支持，協助其快��入���解決��。

我們不���傳� GNSS �場，�積�拓� �精� RTK、AI 輔助��、物��（IoT）融合、5G��、�軌�

星��、智����自駕車等�興�用�域，以技�創��動產業升�。



�司 ��歷�

 �司成�
 �得 ISO 9001 ��

SiRF、MTK、Atmel、u-blox
等晶片的�����量產

RDS-TMC（���時��
�息��）����

�力�動 TS-16949 
汽車品質�理����

正式� Qualcomm Atheros 
合作�� GPS+WiFi ��

正式成�

�發科技

2 0 0 5 2 0 0 6 2 0 0 7 2 0 0 8 2 0 1 0



��首� GPS+北斗
������解決��

� STMicro 合作�� 
GPS+慣性����
ADR 慣性����
成功�入亞太汽車�場

�入中國汽車(OEM)行業 成功升�� IATF-16949
汽車質量�理體�

�出ADR/UDR（IMU）
�性�慣性����解決
��

2 0 1 2 2 0 1 3 2 0 1 4 2 0 1 6 2 0 1 9



正式�出SUB METER
(L1+L5) ��

�出���小的�精�
RTK��

加入���人�協會 �出RTK�精��� 
+ �精��向 
+ ��IMU產品

�精��� + �精��向 +
�精�姿�RTK�精����������� LOCOSYS 基��� �� (LEO) ��

RTK基地�為精��用
提供�分�精�。

LOCOSYS TT0 是一款
��型 S ����，�
保�星和����的�
�性。

2020 2021 2022 2023 2024 2025



規� ��

產業��規�

��多份�場研��告，��GPS�場預��持�保持��軌�。2019年美國國�標��技�研��（NIST）�告估�，GPS技�

�年為美國��貢�超�650�美元，對����的����更大。�2024年，��GPS�場規�預����數千�美元，可�超�

1000�美元。

主要�用�域

1. ���輸：

    GPS技����用�����、車輛�蹤和物��理，提升����並��燃料消�。

2. �業：

     精��業�賴GPS�行作物監測、��和�溉，從而提�產量並��成本。

3. 建��工�：

     RTK在測量、土地�理和大型基礎����中�揮��作用，提升��的��性和��。

4. ��：

     GPS技�在移動����的同�和��服務中也��重要。



全球 �場策略

2025年的GPS�場策略�受�技���、產業需求和�場趨�的��。以下是LOCOSYS科技的��策略���趨�：

I.技�創�

1. 精��可靠性: 

提升GPS��的精��可靠性，特別是在城���和不利�件下，�對�自動駕�汽車和�人�等�用��重要。

2. 多��支持：

開�並�現支持多��（如L1、L2、L5、L6等）的�成���，以提���精�和�干擾�力。

II. 技�整合
�GPS�其他�����星��（如GLONASS、Galileo、BeiDou、IRNSS、QZSS）�合，以提升��的可用性和��性。

III. �場�用拓�
��提供�精������服務，加�在自動駕�汽車和智�����中的�用，支持車��（V2X）��。



IV. �����、�干擾��欺�技�：
開��干擾��欺�技�，以保� GPS ���受干擾�欺�攻�，�保���用的��性。

V. �業�式創�：
提供��制�精���服務，針對不同產業��用場�提供��化服務。

VI. 合作�生����構：
�其他技�供���產業夥伴��合作��，共同開�創��用��場解決��。

VII. �規�標�：

1. �規�循�理：

��並�循����域性的�����標�制�，�保產品符合相��規�標�。

2. 碳政策支持：

積���政���盟��的政策制�� ESG ��，促�永���。



LOCOSYS ���向

2025 年 GPS 的���向�受技���、�用需求��場趨���，大�科技預測以下��趨�：

I.精��提升: 
 1. �精���：

���場需求�加，�精����成為 GPS 技�的重要���向。��多����、地基���� (GBAS) ��星����

(SBAS)，可�現次�����分�的精���。

 2. 精�單點�� (PPP/PPK)：

�動精�單點��技�的開��普�，使其�用拓��更��的�業�消費�場，提供�精�且可靠的��服務。

II. 技�整合:
 1. 多 GNSS ��整合：

� GPS �其他�����星�� (GNSS)（如 GLONASS、Galileo、北斗）�合，提���精��可靠性，特別�用�都��谷等�

�受��的��。

 2. MEMS 多感測器整合：

�慣性���� (INS)、Wi-Fi (6/7)、�� (Beacon)、LoRa/Zigbee �超�� (UWB) 等技��合，提供��的�內���服務，�現

��候�精���。



III. �干擾���性
�干擾技�： 開�更�大的�干擾技�，以�止��干擾�欺�攻�，�保在嚴���下����且可靠地�作。

IV. 自駕�智���
 1. 自動駕�：

�精���可靠性的 GPS 技�對自駕車��重要，��動自動駕�技�的�一����普�。

 2. 智�����：

在智�城��智����理��中，GPS 技���用����量�理、車輛�蹤��共�輸��，以提升�輸���行車��。

V. 人工智�物�� (AIoT) �智���
 1. 物����：

GPS 技�����用�物����，例如資產�蹤、��監測�智�物�，提供�功�且�精�的��服務。

 2. �戴式��： 

在健�監測��動�蹤等�戴式��中，GPS 技��提供精�的���數���功�，提升使用者體驗。



VI. 業�資源�理

1. 精��業：

利用 GPS 技�精�����制�業�械，�佳化作物種�、����溉，提��業生產��並促�永���。

2. 自然資源�理：

在林業、水資源�理���監測�域，GPS 技��用�精�的資源����理，支持��保��永���。

VII. �業�消費�用

 1. 物��供���理：

GPS 技�在物��供���理中�揮��作用，提供�時�蹤�路�優化，提��輸�����性。

 2. 消費者��：

在智�型手���、健身�蹤�等日常�用中，GPS 技��提供更精�且可靠的��服務，提升使用者體驗。



產品 里��

2006~2012 2013~2018 2018~2022

尺寸 (mm)
10*10/ 15*13/ 16*12/
16*13/ 17*22/ 20*24

Type –T Type 
Mini-L Type
Slim –type
Turn-key  

尺寸 (mm)
10*10/ 15*13/ 16*12/
16*13/ 17*22

GNSS/ RTK L1+L2

LS2003C/-G
LS2003E/-G
LS2003D/-G

LS23030~6 LS23030~6-G

GNSS(L1+L5) / RTK
尺寸 (mm)
10*10/ 16*12/ 17*22

2023年�未來的�劃

*RTK-1612AD-DR

*RTK-4057-MHPD
*RTK-DAUL

*HAWK �列

M.2-V2b
M.2-15R
M.2-35AD
M.2-R35AD
M.2-STi-DG
M.2-STi-GT

RTK Helix
Antenna

L1+L5 Patch
Antenna

RTK Survey
Antenna

*MC-1612AD-DR*ST-1612i-DGX *MC-1612-DG

GNSS+ADR/UDR

L1+L5 RTK  �向解決�� 

�用��人�的 L1+L5 RTK ��

RTK �精���天�

PCI-E M.2 卡解決����類型

智�天線�型

Mouse ��器

供��供��

��類型

Mouse ��器

智�天�類型

供��

��類型

RTK+DR

供��



您可以��點�型���來查看我們
�刷目�的�上版本。

電 子 型 錄 � �

電子型錄
LOCOSYS產品介�

https://www.locosystech.com/en/page/e-catalog.html
https://www.locosystech.com/en/page/e-catalog.html


2025 GNSS/RTK 
���� / 智�天�



L1 全��  GNSS 解決��

多星� GNSS ���超�功� MG-1010-52Q

�星��

GPS GLONASS BEIDOU GALILEO QZSS

硬 體 規 格

��

��

靈��

更��

��精�

尺寸

�大��

�大��

供電電�

操作溫�

47

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1Hz default, up to 10Hz 

1.5m (CEP) 

10.1 x 9.7 x 2.2 mm -40℃~+85℃ 

3.3V 

< 18,000 m 

< 500 m/ 

L5L2
�取時間 < 15s



多星� GNSS ���超�功� MG-1612-52Q

GPS GLONASS BEIDOU GALILEO QZSS

47

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1Hz default, up to 10Hz 

1.5m (CEP) 

16 x 12.2 x 2.4 mm -40℃~+85℃ 

3.3V 

< 18,000 m 

< 500 m/ 

L5L2
< 15s

L1 全��  GNSS 解決��

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

�大��

�大��

供電電�

操作溫�

�取時間



L1 全��  GNSS 解決��

多星� GNSS 智�天��超�功� MGS-1818-52Q

�星��

GPS GLONASS BEIDOU GALILEO QZSS

硬體規格

��

��

更��

��精�

尺寸

�大��

�大��

供電電�

操作溫�

47

L1

1Hz default, up to 10Hz 

1.5m (CEP) 

18.3 x 18.4 x 7.4mm -40℃~+85℃ 

3.3V 

< 18,000 m 

< 100 m/s

L5L2
�取時間 < 15s



L1 全��  GNSS 解決��

多星� GNSS 智�天��超�功� MGS-1513-52Q

�星��

GPS GLONASS BEIDOU GALILEO QZSS

硬體規格

��

頻�

靈��

47

L1

Tracking :-165dBm (with external LNA) 
Cold start :-149dBm (with external LNA) 

1Hz default, up to 10Hz 

1.5m (CEP) 

15.2 x 13 x 7.4 mm -40℃~+85℃ 

3.3V 

< 18,000 m 

< 500 m/ 

L5L2
< 15s

更��

��精�

尺寸

�大��

�大��

供電電�

操作溫�

�取時間



L1+L5 GNSS ��

��多星� GNSS ���� MC-1010-V2b/MC-1612-V2b

GPS GLONASS BEIDOU GALILEO QZSS

功�

135

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1Hz default, up to 10Hz 

<1.5m (CEP) 

16 x 12.2 x 2.4 mm -40℃~+85℃ 

65mA 

< 18,000 m 

< 500 m/ 

L5L2
< 15s

* MC-1612-V3b 可以��  IRNSS

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

�大��

操作溫�

�取時間

�大��



L1+L5 RTK ��

��多星� GNSS RTK �� RTK-1010/RTK-1612

GPS GLONASS BEIDOU GALILEO QZSS

135

L1

Tracking :-165dBm
Cold start :-148dBm

1Hz default, up to 10Hz 

0.01m+1ppm (Horizontal)

16 x 12.2 x 2.4 mm -40℃~+85℃ 

65mA 

< 18,000 m 

< 500 m/ 

L5L2
<28s (typical)
<10s(RTK Convergence) 

UDR �式 CEP ≤ 3% 

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

�取時間

�大��

�大��

功�

操作溫�



2025 GNSS/RTK 
�� DR 解決��



L1+L5+DR ��

��多星� GNSS ��慣性���� MG-1612AD-DR

GPS GLONASS BEIDOU GALILEO QZSS

135

L1

Tracking :-165dBm
Cold start :-148dBm

1Hz default, up to 10Hz 

1.5m (CEP) 

16 x 12.2 x 2.4 mm -40℃~+85℃ 

56mA 

< 18,000 m 

< 500 m/ 

L5L2
1s (typical) 
24s (typical) 

CEP ≤ 3% 

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

UDR �式

�取時間

�大��

�大��

功�

操作溫�



RTK+DR ��

�精���慣性���� RTK-1612AD-DR

GPS GLONASS BEIDOU GALILEO QZSS

135

L1

Tracking :-165dBm
Cold start :-148dBm

1Hz default, up to 10Hz 

0.01m+1ppm (Horizontal)

16 x 12.2 x 2.4 mm -40℃~+85℃ 

56mA 

< 18,000 m 

< 500 m/ 

L5L2
1s (typical) 
24s (typical) 

CEP ≤ 3% 

硬 體 規 格

UDR �式

�取時間

�大��

�大��

功�

操作溫�

�星��

��

��

靈��

更��

��精�

尺寸



2025 
��產品



L1+L5 GNSS Mouse

��多星� GNSS Mouse LU2303x-Vx

GPS GLONASS BEIDOU GALILEO QZSS

協�

基�點

135

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1Hz default, up to 10Hz 

1.5m (CEP) 

52 x 52 x 17 mm -20℃~+60℃ 

WGS-84

NMEA 0183

< 500 m/ 

L5L2
2s (typical) 

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

�取時間

�大��

操作溫�



��（����向）RTK 板卡 RTK-4057-MHPD

GPS GLONASS BEIDOU GALILEO QZSS

�向

270

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1/5Hz (default) ;
10Hz (option) 

0.01m+1ppm (Horizontal)

40 x 57 x1 mm -40℃~+85℃ 

< 0.2° RMS.

< 18,000 m 

< 500 m/ 

L5L2
<28s (typical)
< 10s (RTK Convergence) 

硬 體 規 格

L1+L5 RTK 板卡

�星��

��

��

靈��

更��

��精�

尺寸

�取時間

�大��

�大��

操作溫�



L1+L5 RTK 板卡

��、多星� RTK 盒 RTK-DUAL-series 

GPS GLONASS BEIDOU GALILEO QZSS

輔助�向270

L1

Tracking :-165dBm 
Cold start :-148dBm 

2Hz (default), 5Hz

1cm+1ppm
(horizontal) CEP 

Degraded by ≤ 2° (RMS)

L5L2
�取時間 <28s (typical)

< 10s (RTK Convergence) 

�向 < 0.2° RMS.

操作溫� -40℃~+85℃ 

尺寸 50 x 42 x 21 mm

硬 體 規 格

�星��

��

��

靈��

更��

��精�



�用� Android ��的 RTK

�用� Android �� OTG 的

L1+L5 RTK ��

RTK-15D

GPS GLONASS BEIDOU GALILEO QZSS

作業��

��器

功�

操作溫�

135

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1Hz default, up to
10Hz (option) 

0.01m+1ppm (Horizontal)

27.5 x 37.85 x 13 mm -40℃~+85℃ 

65mA 

USB TYPE C

Android OS

L5L2
�取時間 <28s (typical)

< 10s (RTK Convergence) 

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸



USB �身碟

UB-52Q

UB-15R

產品名� GNSS 

UB-V2b

UB-35AD

RTK DR

UB-R35AD

L1 L1+L5GNSS/RTK USB ��器



HAWK �人�

L1 ��多星�（GNSS）��器�電子

��（e-compass）

HAWK A1e

每秒�衝 (PPS)

�大��

尺寸

功�

操作溫�

L1

5Hz default, up to 10Hz 

-40℃~+85℃ 

46 x 72.5mm

L5L2

硬 體 規 格

�星��

��

��

�大��

更��

�取時間

< 18,000 m < 500 m/s

100ms pulse width

1s (typical)
28s (typical) without AGPS

GPS GLONASS BEIDOU GALILEO QZSS

47

37 mA



HAWK �人�

��多星�（GNSS）��器�電子�

�（e-compass）

HAWK A2e

每秒�衝 (PPS)

�大��

尺寸

操作溫�

135

L1

5Hz default, up to 10Hz 

-40℃~+85℃ 

46 x 72.5mm

L5L2

硬 體 規 格

�星��

��

��

�大��

更��

�取時間

< 18,000 m < 500 m/s

100ms pulse width

1s (typical)
28s (typical) without AGPS

GPS GLONASS BEIDOU GALILEO QZSS

77 mA功�



HAWK �人�

��多星�（GNSS）��器�電子�

�（e-compass）

HAWK A3e

每秒�衝 (PPS)

�大��

尺寸

操作溫�

135

L1

5Hz default, up to 10Hz 

-40℃~+85℃ 

46 x 72.5mm

L5L2

硬 體 規 格

�星��

��

��

�大��

更��

�取時間

< 18,000 m < 500 m/s

100ms pulse width

1s (typical)
28s (typical) without AGPS

GPS GLONASS BEIDOU GALILEO QZSS NAVIC

42 mA功�



HAWK �人�

��多星�（RTK）��器 HAWK R1

GPS GLONASS BEIDOU GALILEO QZSS

每秒�衝 (PPS)

�大��

尺寸

操作溫�

135

L1

5Hz default, up to 10Hz 

100ms pulse width, 
1.8Vdc

-40℃~+85℃ 

46 x 72.5mm

L5L2
<28s (typical)
< 10s (RTK Convergence) 

硬 體 規 格

�星��

��

��

�大��

更��

�取時間

< 18,000 m < 500 m/s

77 mA功�



HAWK �人�

��多星�（RTK）��器�電子��

（e-compass）

HAWK R2

GPS GLONASS BEIDOU GALILEO QZSS

每秒�衝 (PPS)

�大��

尺寸

操作溫�

135

L1

5Hz default, up to 10Hz 

100ms pulse width, 
1.8Vdc

-40℃~+85℃ 

46 x 72.5mm

L5L2
<28s (typical)
< 10s (RTK Convergence) 

硬 體 規 格

�星��

��

��

�大��

更��

�取時間

< 18,000 m < 500 m/s

77 mA功�



RTK ��

堅固耐用且工業��時動�

（RTK）電�

RTK-M300

GPS GLONASS BEIDOU GALILEO QZSS

��

操作

電源��器

135

L1

Tracking :-165dBm (with external LNA) 
Cold start :-148dBm (with external LNA) 

1/5Hz (default) ;
10Hz (option) 

0.01m+1ppm (Horizontal)

180 x 120 x 45 mm -40℃~+85℃ 

AC100-240V

MIL-STD-810

CE/FCC/E13 mark

L5L2
<28s (typical)
< 10s (RTK Convergence) 

硬 體 規 格

�星��

��

��

靈��

更��

��精�

尺寸

�取時間

操作溫�



堅固耐用且工業� RTK 電� GB-10WB

GPS GLONASS BEIDOU GALILEO QZSS

作業��

電池

資料介面

�����射功�
（�大值）

軍規標�

操作溫�

��介面

Micropython

L1

2500mAh

Type-C x 1

RTK positioning antenna interface /4G antenna interface/ Wi-Fi and
Bluetooth antenna interface

227 x 118 x 35 mm -20°C to 55°C

MIL-STD 810H

125mW

L5L2

�� CE/FCC

WI-FI 2.4Ghz 802.11 b/g/n

�� 5.0 (BLE)

硬 體 規 格

RTK ��

�星��

��

尺寸



GB-104B

GPS GLONASS BEIDOU GALILEO QZSS

FreeRTOS

L1

2500mAh

Type-C x 1

RTK positioning antenna interface /4G antenna interface/ Wi-Fi and
Bluetooth antenna interface

227 x 118 x 35 mm -20°C to 55°C

MIL-STD 810H

2W

L5L2

CE/FCC

SIM 卡插槽 Nano sim *1

Bluetooth 4.2 (BR/EDR)

硬 體 規 格

RTK ��

堅固耐用且工業� RTK 電�

作業��

電池

資料介面

��介面

�星��

��

尺寸

�����射功�
（�大值）

軍規標�

操作溫�

��

��



堅固耐用且工業� 8 吋� 10.1 吋

RTK Android 平板電�

ROCK T71/ROCK T101

GPU

CPU

��

�摔/等�

�水

��

尺寸

��精�

可靠性

��

作業��

操作溫�

1-19Hz/1.0mm; 
19-200Hz/1.0g

ARM Cortex A73 
Octa-core(2.0GHz) 

MIL-STD-810G/Method516.6/Procedure IV & Touch Panel IK05

Class 7 ( IEC 60529 )

Class 6 ( IEC 60529 )

ROCK T71 202*138*22mm 
ROCK T101 320*228*12mm 

-20°C to 55°C

Android 10.0 / 11.0

3C /FCC/CE/ROHS/IP67
(IEC 60529)

MTBF>5000h�
MTTR<0.5h

Autonomous : < 1.5m CEP
RTK : 0.01m+1ppm 
(Horizontal)ARM Mali-G72 MP3

RTK ��



RTK ��



天� �件 



柱狀天� (L1/L5)

支援 L1 和 L5 ��的�� GNSS 天

�

LH-105A2-B

GPS GLONASS BEIDOU GALILEO QZSS

��

極化 / 偏�

�值��

��器類型

尺寸

工作電壓

�水

操作溫�

RHCP

L1

0.5 dBi

SMA male

27.5D x 59H mm -40°C to 85°C

IPX7

2V ~ 6V

L5L2

工作電� 6.7 mA

傳��� 26 ± 3 dB

��指數 ≤ 2 dB

�用�手持��、�人�（UAV）

�星��

硬 體 規 格



柱狀天� (L1/L5)

支援 L1 和 L5 ��的�� GNSS 天

� GPS GLONASS BEIDOU GALILEO QZSS

��

極化 / 偏�

�值��

��器類型

尺寸

工作電壓

��等� 

操作溫�

RHCP

L1

-40°C to 85°C

L5L2

工作電�

傳���

��指數

�用�手持��、�人�（UAV）

�星��

硬 體 規 格

LH-105AR-D

≥2.5 dBi

SMA-J

43.5D x 40.8H mm

IP67

3V ~ 12V

24±3mA(3V)�31±3mA(5V)�
Max 45mA(12V)

30±3 （Typ. @25°C）

＜1.5dB@25°C, Typ. 
(Pre-filter)



柱狀天� (L1/L5)

支援 L1 和 L5 ��的�� GNSS 天

�

LH-105AR-DC

GPS GLONASS BEIDOU GALILEO QZSS

�材類型 

尺寸

��

操作溫�

RHCP

L1

≥2.5 dBi

SMA-J

RG316

48D x 33H mm -40°C to 85°C

IP67

600mm

3V ~ 12V

L5L2 30±3 （Typ. @25°C）

＜2dB@25°C, Typ. 
(Pre-filter)

�用�手持��、�人�（UAV）

≤50mA

��

極化 / 偏�

�值��

工作電壓

工作電�

傳���

��指數

�星��

硬 體 規 格

��器類型 ��等� 



QZSS

柱狀天� (L1/L2/L5/L6/L-Band)

�星�多�� GNSS ��天�，支援

L1、L2、L5 和 L ��

LH-1256AR-D

GPS GLONASS BEIDOU GALILEO QZSS

極化 / 偏�

�值��

��器類型

工作電壓

��等� 

RHCP

L1

≥2.5 dBi

SMA-J

43.5D x 40.8H mm -40°C to 85°C

IP67

3V ~ 12V

L5 L6L2

工作電�

30±3 （Typ. @25°C）

＜1.5dB@25°C, Typ. 
(Pre-filter)

≤50mA

L �� 1542±17MHz

��

傳���

��指數

�星��

硬 體 規 格

尺寸 操作溫�

�用�手持��、�人�（UAV）



QZSS

柱狀天� (L1/L2/L5/L6/L-Band)

�星�多�� GNSS ��天�，支援

L1、L2、L5 和 L �� GPS GLONASS BEIDOU GALILEO QZSS

極化 / 偏�

�值��

��器類型

工作電壓

��等� 

RHCP

L1

≥2.5 dBi

SMA-J

43.5D x 40.8H mm -40°C to 85°C

IP67

L5 L6L2

工作電�

＜1.5dB@25°C, Typ. 
(Pre-filter)

L ��

��

傳���

��指數

�星��

硬 體 規 格

尺寸 操作溫�

�用�手持��、�人�（UAV）

LH-1056AR-E 

1525 MHz - 1559 MHz

39±3

3.0-12.0 Recommend
3.3V or 5.0V

≤45mA



多��主動式 GNSS/RTK 天�
GPS GLONASS BEIDOU GALILEO QZSS

��

極化 / 偏�

�值��

��器類型

尺寸

工作電壓

��

操作溫�

RHCP

L1 L5L2

工作電�

傳���

��指數

�用�汽車

�星��

硬 體 規 格

LH-105AR-D

SMA-J

≥3.0±0.5dBi

50 x 55 x 17 mm -40°C to 80°C

90% RH

3V ~ 5V

<40mA

24 dB ± 2 dB

＜1.5dB@25°C, Typ. 
(Pre-filter)

��天� GNSS Antenna 



多��主動式 GNSS/RTK 天�
GPS GLONASS BEIDOU GALILEO QZSS

��

極化 / 偏�

�值��

��器類型

尺寸

工作電壓

��等� 

操作溫�

RHCP

L1 L5L2

工作電�

傳���

��指數

�用�汽車

�星��

硬 體 規 格

LH-105AR-D

SMA-J

≥3.0±0.5dBi

3V ~ 5V

＜1.5dB@25°C, Typ. 
(Pre-filter)

��天� RTK Antenna 

87 x 65 x 23 mm -40°C to 85°C

IPX7

14mA±2@5V

28±3dB



測量 天� (L1/L2/L5/L6/L-Band)

�星�多���星��天�

極化 / 偏�

�值��

��器類型

工作電壓

�水等�

RHCP

L1

-40°C to 85°C

IP67

L5 L6L2

工作電�

L ��

��

傳���

��指數

�星��

硬 體 規 格

尺寸 操作溫�

�用�汽車和基�

LH-1056AR-E 

✓

GPS GLONASS BEIDOU GALILEO QZSS IRNSS

40±2dB (Typ. @25°C)

≤1.8dB

<5.5 dBi

TNC-K

Φ160 x 66.5 mm

3V ~ 12V

≤45mA



�精��氣型多��測量天�

極化 / 偏�

�值��

��器類型

工作電壓

�水等�

RHCP

L1

-40°C to 85°C

IP67

L5 L6L2

工作電�

L ��

��

傳���

��指數

�星��

硬 體 規 格

尺寸 操作溫�

�用�汽車和基�

LH-1056AR-E 

GPS GLONASS BEIDOU GALILEO QZSS IRNSS

40±2dB (Typ. @25°C)

TNC-K

3V ~ 12V

1170MHz~1278 ,1530HMz~1610MHz

測量 天� (L1/L2/L5/L6/L-Band)

2.0dB@25°C, Typ.

≥5.5

Φ132 x 55.14 mm

≤40mA



天� (LEO) 天線

專為 S 波���的��天� TT01

GPS GLONASS BEIDOU GALILEO QZSS

��範�（MHz）

極化 / 偏� ��器類型

尺寸 操作溫�

LHCP SMA-J

13D x 100H mm -40°C to 70°C

�值��
3.0 MAX@1980-2010 dBi
3.0 MAX@2170-2200 dBi

�用����災���、�洋、 �人�、現場操作

Uplink: 1980-2010 MHz
Downlink: 2170-2200 MHz

�星��

硬 體 規 格



�用 �域

我們的產品���用�汽車��、�人駕�、精��業、�人

�和��人�域，幫助���戶保持�先並提升��力。

工業測量

 自動駕�

自動��車

�器人

精��業

�人�

（UAV）
�地球軌�

�星天�



�用

汽車��

�人�（UAV）

USB DongleMC-1010-V2b

LH-105AR-D/LH-105AR-D/
LH-105AR-EHAWK R2 LH-105A2-B

MG-1010-52Q MG-1612-52Q MC-1612-V2b



工業測量

自動��車�器人

ROCK T71/ROCK T101RTK-M300/RTK-M980 GB-104B/WB

RTK-4057-MHPD RTK-DUALRTK-1010 RTK-1612

�用



車��理

慣性��

LC2003x-52QLS2003xU-G LS2003H-VxLC2003x-Vx

MG-1612AD-DR RTK-1612AD-DR LC2003x-35AD LS2303x-UDG LU2303x-35AD

�用



品質���



品質����年榮�

��首��得 IATF 16949:2016 ��的 GNSS/RTK ��供��
國際品質�理��

2016

2017

2020

2023

榮�汽車產業中 GNSS/IMU 整合�������佳技�夥伴�

��為��自駕車 RTK �精������佳技�夥伴

�� AFNOR ��碳足��估��

技�合作�

永�����



���可的品質�理����

IATF 16949

Automotive Quality Management
System Certification

ISO 9001

品質 保�

汽車產業品質�理����



�� 生產�

�� 政策



持�監���循規範負責�的�購 供���會責�

積�監�衝��物問題，並嚴
格������會責�標�

�供��合作，�保符合
EICC 國際標�

承�不使用衝��物，以�保
產品符合�德標�

�衝� �物政策



全球碳足��永���承�

��首��得 IATF 16949:2016 ��的
GNSS/RTK ��供��

�供��合作，���保產品

�碳��

�色供��

�化資源回��再利用，以減少�料
循���

��碳減排措�，�向碳中和目標
碳中和目標

01

02

03

04



�期成功合作 �例介�





�手並�，共創�煌！

策略夥伴 � 
�戶



策略 夥伴



China

Taiwan

�戶



Canada New Zealand LithuaniaIndia

America

Germany

South Korea Denmark

�戶

Japan



�司簡介�產品 / �用資�

�司介�｜LOCOSYS 大�科技 :
 

大�科技 介� : https://www.locosystech.com/en/page/company-profile.html 
�司�片 : https://www.youtube.com/watch?v=0_6bELBfklc&t=3s 

 

GNSS / RTK 產品�介� :

GNSS�星���� : https://www.locosystech.com/en/category/GPS-GNSS-Standard-Modules.html 
RTK�精����� : https://www.locosystech.com/en/category/RTK-Modules/RTK-L1-L5-Modules.html 
RTK�精��� + 慣性�� 整合性�� : https://www.locosystech.com/en/category/RTK-DR-Modules/RTK-DR-Modules.html 
RTK �精��� + �精��向一體化�� : https://www.locosystech.com/en/category/RTK-board-L1L5/RTK-board-L1%2BL5.html 

 

�人� / 精��� / ���例 :
 

https://www.youtube.com/watch?v=RGtY-_XAFXY&t=26s 
https://www.youtube.com/watch?v=vCNjcUY3n_I 
https://www.youtube.com/watch?v=jOYFpfDsvIA 
����太產業 : https://www.casid.org.tw/NewsView01.aspx?NewsID=fb0bd22d-9e9a-431e-a784-91aa8cea956b 
大甲� (精�����) : https://www.youtube.com/watch?v=h-ZHICHW664 
�� (���品救�) : https://www.youtube.com/watch?v=KkvfkgyokAI 
��日��� : https://www.locosystech.com/en/news/locosys-Eagle-series-news.html 
��日��� : https://www.locosystech.com/en/news/Precision-search-+rescue-drone-news.html

https://www.locosystech.com/en/page/company-profile.html
https://www.locosystech.com/en/page/company-profile.html
https://www.locosystech.com/en/page/company-profile.html
https://www.locosystech.com/en/page/company-profile.html
https://www.locosystech.com/en/category/GPS-GNSS-Standard-Modules.html
https://www.locosystech.com/en/category/GPS-GNSS-Standard-Modules.html
https://www.locosystech.com/en/category/RTK-Modules/RTK-L1-L5-Modules.html
https://www.locosystech.com/en/category/RTK-Modules/RTK-L1-L5-Modules.html
https://www.locosystech.com/en/category/RTK-DR-Modules/RTK-DR-Modules.html
https://www.locosystech.com/en/category/RTK-DR-Modules/RTK-DR-Modules.html
https://www.locosystech.com/en/category/RTK-board-L1L5/RTK-board-L1%2BL5.html
https://www.youtube.com/watch?v=RGtY-_XAFXY&t=26s
https://www.youtube.com/watch?v=RGtY-_XAFXY&t=26s
https://www.youtube.com/watch?v=vCNjcUY3n_I
https://www.youtube.com/watch?v=vCNjcUY3n_I
https://www.youtube.com/watch?v=jOYFpfDsvIA
https://www.youtube.com/watch?v=jOYFpfDsvIA
https://www.casid.org.tw/NewsView01.aspx?NewsID=fb0bd22d-9e9a-431e-a784-91aa8cea956b
https://www.casid.org.tw/NewsView01.aspx?NewsID=fb0bd22d-9e9a-431e-a784-91aa8cea956b
https://www.youtube.com/watch?v=h-ZHICHW664
https://www.youtube.com/watch?v=h-ZHICHW664
https://www.youtube.com/watch?v=KkvfkgyokAI
https://www.youtube.com/watch?v=KkvfkgyokAI
https://www.locosystech.com/en/news/locosys-Eagle-series-news.htm
https://www.locosystech.com/en/news/Precision-search-+rescue-drone-news.html


THANKS!

YoutubeLOCOSYS Web

www.locosystech.com

+886-2-86983698


