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Step1. Create GPX Route files 
 
1.1 Login http://www.walkjogrun.net/. Select [Home] and find your start address by city names (like 

Taipei) or coordinates (like N25 03.714 E121 38.745).  
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1.2 Click [Create a route] menu item to start creating a new route. A route of 4 waypoints was created in 

this example. The maximum number of waypoints in a GT-31 route is 125. 
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1.2 Click [Save route] menu item to save the route.  
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1.4 Click [Route Actions]\[Export] to save the GPX route to your local folder. The file name looks like 
this: rt80AB899B-060D-8EF6-F1E18BBFC2AD8397.gpx  
  

 
 

7 



 
 

 

8 



 
 

 
 
Step2 . Convert GPX route files to GT-31 route files. 
 
2.1 Run GT-31 GPX-Route utility, load the GPX file created in step 1.4. 
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2.1 Edit the route name, waypoint names and icons if needed. The maximum length of route name is 12. 
The maximum length of waypoint name is 6. The valid characters are 0..9,A..Z. The waypoint names in 
the GPX route files are generated automatically. It is better to re-assign waypoint names.  
Click [Save Route] to store the results in a GT-31 route.  
Click [Save Route] to save and convert the route.  
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Step 3. Upload GT-31 route 
 
3.1Set your GT-31 device to NAVILINK mode and connect USB cable to the host PC. 

Run NAVILINKII (v2.20 or above) in host PC. Select COM port properly and press [Connect] button 
to start connection.  
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3.2. Select [Navi.Data] page in [Command Execution] panel. Enable route option only (  ) and click 

[Write] button to select the GT-31 route file(*.rte) created in Step 2.1 and start uploading. 
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3.2. After a route is uploaded, the current number of waypoints and routes can be found in the [Device 
Info] panel. The maximum number of waypoints is 1000 and the maximum number of routes is 20. 
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